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Year: 2018
Stock #: 18776
Tons/Lifting
Capacity:

110

Main
Boom/Boom
Sections:

37ft-197ft Boom. Base plus 6 telescopic sections.

Fixed Fly
Jib/Swing
Away:

Double lattice-type swing-away jib, 31ft-52ft, mounted to the boom at 0°, 20° and 40°

Winches /
Hoists:

Second hoist mechanism

Counterweight
/ Ballast:

Additional counterweight 32,000Ibs. (for a total counterweight of 49,600Ibs.)

Upper Motor
Hrs:

3886 hrs.

Lower Motor
Hrs / Miles /
KM:

1548 hrs.

Hook Blocks: Hook-block 83,200Ibs., 3 sheaves, double hook. Hook-block 41,200lbs., 1 sheave, single hook. Crane hook
13,800Ibs.

Tires Size/
Wheel Size:

445/95 R 25 (16.00 R 25)

Camera: Available
Work Light: Available
Warning Light: Available
Airplane Light: Available
Others: 2018 Liebherr LTM 1090-4.2 110t All-Terrain Crane with the following specs:- 37'-197' Boom. 1 Base plus 6

telescopic sections. Double lattice-type swing-away jib, 31'-52', mounted to the boom at 0°, 20° and 40°.
Rooster sheave, foldable to the side. Second hoist mechanism. Hookblock 83 200 Ibs., 3 sheaves, double
hook. Hookblock 41,200 |bs., 1 sheave, single hook. Crane hook 13,800 Ibs. Second boom head top sheave.
Tyres 445/95 R 25 (16.00 R 25). Engine-independent heater incl. timer - carrier cabin. Rim for tyre size 445/95
R 25 (16.00 R 25). VarioBase - Variable supporting base. Rear view camera at carrier rear. V-socket f for
carrier cabin. Calix engine-preheating for carrier, including 230 V/ 110 V external power supply. Battery charger
including 230 V / 110 V external power supply. Additional counterweight 32,000 Ibs. (for a total counterweight
of 49,600 Ibs.). Additional oil cooler. Substituting counterweight for second hoist mechanism, additionally.
Second hoist limit switch. Two working floodlights at pivot section electrically adjustable. Working spotlight at
superstructure rear. Flight warning light, switchable between continuous light and flash light (recommended
with battery charger item 560). 12 V-socket for crane cabin. Monitoring of the winch through camera and colour
display. Please Call for Price.

Liebherr LTM1090-4.2
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